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(b) Each affected source for your site 
is existing if you commenced construc-
tion or reconstruction of the affected 
source before July 30, 2002. 

(c) Each affected source for your site 
is new if you commenced construction 
or reconstruction of the affected source 
on or after July 30, 2002. An affected 
source is reconstructed if it meets the 
definition of reconstruction in § 63.2. 

§ 63.7883 When do I have to comply 
with this subpart? 

(a) If you have an existing affected 
source, you must comply with each 
emission limitation, work practice 
standard, and operation and mainte-
nance requirement in this subpart that 
applies to you no later than October 9, 
2006. 

(b) If you have a new affected source 
that manages remediation material 
other than a radioactive mixed waste 
as defined in § 63.7957, then you must 
meet the compliance date specified in 
paragraph (b)(1) or (2) of this section, 
as applicable to your affected source. 

(1) If the affected source’s initial 
startup date is on or before October 8, 
2003, you must comply with each emis-
sion limitation, work practice stand-
ard, and operation and maintenance re-
quirement in this subpart that applies 
to you by October 8, 2003. 

(2) If the affected source’s initial 
startup date is after October 8, 2003, 
you must comply with each emission 
limitation, work practice standard, and 
operation and maintenance require-
ment in this subpart that applies to 
you upon initial startup. 

(c) If you have a new affected source 
that manages remediation material 
that is a radioactive mixed waste as de-
fined in § 63.7957, then you must meet 
the compliance date specified in para-
graph (c)(1) or (2) of this section, as ap-
plicable to your affected source. 

(1) If the affected source’s initial 
startup date is on or before October 8, 
2003, you must comply with each emis-
sion limitation, work practice stand-
ard, and operation and maintenance re-
quirement in this subpart that applies 
to you no later than October 9, 2006. 

(2) If the affected source’s initial 
startup date is after October 8, 2003, 
you must comply with each emission 
limitation, work practice standard, and 

operation and maintenance require-
ment in this subpart that applies to 
you upon initial startup. 

(d) If your facility is an area source 
that increases its emissions or its po-
tential to emit such that it becomes a 
major source of HAP as defined in 
§ 63.2, then you must meet the compli-
ance dates specified in paragraphs 
(d)(1) and (2) of this section. 

(1) For each source at your facility 
that is a new affected source subject to 
this subpart, you must comply with 
each emission limitation, work prac-
tice standard, and operation and main-
tenance requirement in this subpart 
that applies to you upon initial start-
up. 

(2) For all other affected sources sub-
ject to this subpart, you must comply 
with each emission limitation, work 
practice standard, and operation and 
maintenance requirement in this sub-
part that applies to you no later than 
3 years after your facility becomes a 
major source. 

(e) You must meet the notification 
requirements, according to the sched-
ule applicable to your facility, as speci-
fied in § 63.7950 and in 40 CFR part 63, 
subpart A. Some of the notifications 
must be submitted before you are re-
quired to comply with the emissions 
limitations and work practice stand-
ards in this subpart. 

GENERAL STANDARDS 

§ 63.7884 What are the general stand-
ards I must meet for each site reme-
diation with affected sources? 

(a) For each site remediation with af-
fected sources designated under 
§ 63.7882, you must meet the standards 
specified in §§ 63.7885 through 63.7953, as 
applicable to your affected sources, un-
less your site remediation meets the 
requirements for an exemption under 
paragraph (b) of this section. 

(b) A site remediation that is com-
pleted within 30 consecutive calendar 
days according to the conditions in 
paragraphs (b)(1) and (2) of this section 
is not subject to the standards under 
paragraph (a) of this section. This ex-
emption cannot be used for a site reme-
diation involving the staged or inter-
mittent cleanup of remediation mate-
rial whereby the remediation activities 
at the site are started, stopped, and 
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then re-started in a series of intervals 
with durations less than 30-days per in-
terval for which the total time of all of 
the intervals required to complete the 
site remediation exceeds a total of 30 
days. 

(1) The 30-day period for a site reme-
diation is determined from the first 
day that any action is initiated that 
removes, destroys, degrades, trans-
forms, immobilizes, or otherwise man-
ages the remediation materials. The 
end of a site remediation is determined 
by the last day on which treatment or 
disposal of the remediation materials 
from the cleanup is completed. The fol-
lowing activities, when completed be-
fore beginning this initial action, are 
not counted as part of the 30-day pe-
riod: activities to characterize the type 
and extent of the contamination by 
collecting and analyzing samples, ac-
tivities to obtain permits from Fed-
eral, State, or local authorities to con-
duct the site remediation, activities to 
schedule workers and necessary equip-
ment, and activities to arrange for con-
tractor or third party assistance in 
performing the site remediation. 

(2) You must prepare and maintain at 
your facility written documentation 
describing the exempted site remedi-
ation, and listing the initiation and 
completion dates for the site remedi-
ation. 

§ 63.7885 What are the general stand-
ards I must meet for my affected 
process vents? 

(a) For the process vents that com-
prise the affected source designated 
under § 63.7882, you must select and 
meet the requirements under one of the 
options specified in paragraph (b) of 
this section. 

(b) For each affected process vent, 
except as exempted under paragraph (c) 
of this section, you must meet one of 
the options in paragraphs (b)(1) 
through (3) of this section. 

(1) You control HAP emissions from 
the affected process vents according to 
the standards specified in §§ 63.7890 
through 63.7893. 

(2) You determine for the remedi-
ation material treated or managed by 
the process vented through the affected 
process vents that the average total 
volatile organic hazardous air pollut-

ant (VOHAP) concentration, as defined 
in § 63.7957, of this material is less than 
10 parts per million by weight (ppmw). 
Determination of the VOHAP con-
centration is made using the proce-
dures specified in § 63.7943. 

(3) If the process vent is also subject 
to another subpart under 40 CFR part 
61 or 40 CFR part 63, you control emis-
sions of the HAP listed in Table 1 of 
this subpart from the affected process 
vent in compliance with the standards 
specified in the applicable subpart. 
This means you are complying with all 
applicable emissions limitations and 
work practice standards under the 
other subpart (e.g., you install and op-
erate the required air pollution con-
trols or have implemented the required 
work practice to reduce HAP emissions 
to levels specified by the applicable 
subpart). This provision does not apply 
to any exemption of the affected source 
from the emissions limitations and 
work practice standards allowed by the 
other applicable subpart. 

(c) A process vent that meets the ex-
emption requirements in paragraphs 
(c)(1) and (2) of this section is exempted 
from the requirements in paragraph (b) 
of this section. 

(1) The process vent stream exiting 
the process vent meets the conditions 
in either paragraph (c)(1)(i) or (ii) of 
this section. 

(i) The process vent stream flow rate 
is less than 0.005 cubic meters per 
minute (m3/min) at standard conditions 
(as defined in 40 CFR 63.2); or 

(ii) The process vent stream flow rate 
is less than 6.0 m3/min at standard con-
ditions (as defined in 40 CFR 63.2) and 
the total concentration of HAP listed 
in Table 1 of this subpart is less than 20 
parts per million by volume (ppmv). 

(2) You must demonstrate that the 
process vent stream meets the applica-
ble exemption conditions in paragraph 
(c)(1) of this section using the proce-
dures specified in § 63.694(m). You must 
prepare and maintain documentation 
at your facility to support your deter-
mination of the process vent stream 
flow rate. This documentation must in-
clude identification of each process 
vent exempted under this paragraph 
and the test results used to determine 
the process vent stream flow rate and 
total HAP concentration, as applicable 
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